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Strategy Comparison of Power Ramp Rate Control
for Photovoltaic Systems

Dingyi Lin, Xingshuo Li, Shuye Ding, and Yang Du

Abstract—The high variability rate of solar irradiance can
lead to fluctuations in the photovoltaic (PV) power generation.
Consequently, it will bring severe challenges to the stable operation
of the power grid. In order to mitigate those problems, the power
ramp rate control (PRRC) is required by some utilities. Generally,
the PRRC can be achieved by using two methods: energy storage
systems (ESS) or active power curtailment. However, there is a
lack of comparison of those methods on economic performance.
Usually, the levelized cost of energy (LCOE) index is adopted to
quantify and compare the cost for different methods. In previous
work, an ideal value of ESS lifetime is mostly set to analyze the
LCOE. However, the different ESS methods may require the
battery to operate at different regimes (i.e., number of cycles and
depth of discharger), which directly affects the lifetime. Thus, the
battery aging is necessarily introduced to compare the LCOE.
In order to fill this gap, this work demonstrates an evaluation of
aging through the annual simulations using actual irradiance data.
This is done for the LCOE of different PRRCs to determine which
is the most cost-effective method.

Index Terms—Active power curtailment, energy storage system,
levelized cost of energy, photovoltaic (PV) energy, power ramp
rate control.

I. INTRODUCTION

IN recent years, the solar photovoltaic (PV) generation
increases significantly among renewable generations. Since
PV generation is affected by weather conditions, it causes high
variations to the injected power [1], [2]. As the penetration
of solar energy is increased, it will bring new challenges for
the reliable and stable operation of the connected power grid,
such as intensive voltage fluctuations [3]. To mitigate those
problems, the power ramp-rate (RR) limitations are introduced
to the new grid codes in many countries [4], [5]. For example,
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the maximum allowable RR limitations can be defined as 10%
of the PV capacity per minute in Germany and Puerto Rico. In
Denmark, the maximum power RR is 100 kW/s [6].

In order to reduce the high variation rate of the injected
power to meet the RR limitation, the power ramp rate control
(PRRC) method was introduced into the PV system. Generally,
the battery energy storage system (ESS) can be used for PRRC
implementation by absorbing or injecting power to smooth
the fluctuation [7]-[15]. The moving average (MA) [16]—
[18] and exponential moving average (EMA) [19], [20] are
most commonly used ESS methods for power smoothing
applications due to its simplicity in implementation and less
computational effort. However, both MA and EMA methods
require a larger energy storage capacity, which leads to
increased costs. Therefore, an enhanced EMA method so-called
enhance linear exponential smoothing (ELES) is proposed,
which is to optimize parameters set to decrease battery capacity
[21], [22]. Moreover, the low-pass filter (LPF) method [23]-
[25] and the second-order LPF (2-LPF) [26] are proposed that
can serves as a reference for ESS to eliminate the higher power
fluctuations.

Due to the high cost of batteries and short life expectancy,
the active power curtailment (APC) method alternatively
has been proposed [27]-[32]. This method is much simpler,
implies lower implementation cost solution to achieve the
PRRC without energy storage equipment. The basic idea of
this method is the PV system working at a suboptimal power
level rather than the maximum power of PV panels [33]-[36].
Therefore, a certain amount of PV power can be reserved,
which will be released to smooth the output power. However,
the APC method can only effectively control in the RR up
control but fail to control in the RR down control [37]-[39].
Therefore, the forecasting based active power curtailment
(FAPC) is proposed to predict the short-term variance rate of
solar irradiance, which can successfully achieve the power
control during the RR down [40], [41].

Despite the different PRRC methods proposed, there
is a lack of comparison of those methods on economic
performance. In addition, few researches include battery aging
models to analyze the levelized cost of energy (LCOE) index,
which is adopted to quantify and compare the cost for different
methods [42]-[44]. The economic model generally set an ideal
value of the battery life, which fail to reflect the battery aging
of diverse methods [41], [42]. This paper aims to fill this gap.
By comparing the LCOE of various methods, it establishes
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Fig. 1. The circuit layout of ESS-based PRRC method.
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Fig. 2. The principle of ESS-based PRRC method.

which method would provide the lowest cost with considering
battery aging. Furthermore, an analysis of the battery capacity
requirements and the power loss of APC methods is quantified.
Finally, the conclusion and suggestion by comparing different
PRRC methods are summarized.

II. ENERGY STORAGE SYSTEM

The general implementation of the ESS-based PRRC can
be observed in Fig. 1. The layout is made up of PV module,
ESS module and grid-connected DC/AC inverter. The PV
module is composed of a PV array and a boost converter.
The principles of the five ESS methods are shown in Fig.
2. These methods are used to smooth the high fluctuations
in the PV output power. An amount of active power will be
charged or discharged through the ESS to smooth fluctuations
commanding by a smoothing power reference (Pgsg)-
Consequently, the injected grid power (Pg) can be limited
within the acceptable RR.

A. Moving Average

The MA is one of the most common smoothing methods in
the among ESS methods. For the control, Py (k) at a given
k" instant depends on the previous values of P, within the
averaging window w. It can be expressed as:

(k) = i Bulb-d) - P, (k) 1)

])

BESS

where P,, (k) is the PV output power at the k™ moment. The
longer the window length, the better the effect of suppressing
fluctuations.
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Fig. 3. Low pass filter implementation.

B. Exponential Moving Average

The EMA, similar to the MA, needs to rely on previously
sampled data. However, it emphasizes on recent historical data
by using the exponentially decreasing weighting terms, which
can be presented as:

Py (k) =P (k) + (1 = )P, (k = 1) + -+

. " )
+(1l-a) P (k-n)- Pp\,(k)

pv
where n= {0, 1, 2, ..., w— 1} and the factor a is the smoothing
coefficient, which is between 0 and 1. The weighting terms (1
— o) are exponentially decreased to make the recent data more
significant than the previous one.

C. First Order Low-Pass Filter

Low pass filter can be used to repress the high frequencies,
which resides over the cutoff frequency. In the implementation
of PRRC, the output power of the PV array is served as the
control signal smoothed by the filter [25]. Then, the LPF
method offers a power reference. The difference between the
power reference and output power is compensated by charging
or discharging energy from the ESS. The way to generate the
power reference for the battery can be presented in Fig. 3.
The discrete implementation of the LPF using Forward Euler
approximation is given by:

P.(z)=H@E)P, ) (3)
Piss(@) = H(z)-va (@) - va @) 4)
HE) = (TIT,)z 5)

1+ (T, - 1)

where P, is the expected active power of PV array smoothed
by the LPF. T is the sampling period and 7| represents the
filter time constant. A high T results in better smoothing
performance, while a low one will allow higher-order
frequencies to pass.

D. Second Order Low-Pass Filter

The 2-LPF method is similar to the LPF method. The
order of the filter establishes how strict the bandwidth that
passes signals is, the higher the order is, the more abrupt is the
reduction in the high-frequency signals, and the less of those
signals are present in the filtered signals. Thus, this method
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Fig. 4. The circuit layout of APC-based PRRC method.

add a steeper filtering, which can help reduce the system
requirements of battery capacity. In addition, the 2-LPF method
is capable of suppressing higher PV power fluctuations rather
than the LPF method. The discrete implementation of the 2-LPF
using Forward Euler approximation is given by:

2 2 2
w z
H) = T 3 (6)
1+Qw,T-2z +(1-2wT+Tw)

where o, is the filter natural frequency, ¢ is the damping ratio
and 7 represents the sampling period.

E. Enhanced Linear Exponential Smoothing

The ELES uses two exponential smoothed values to the
smooth power fluctuation. The PV power is calculated to
achieve the first exponential smoothed value, which is used to
obtain the second exponential value. They are presented as:

Py (k) = Py, (k) + (1 = )Py (k = 1) )
P (k) = Py (k) + (1 = )Py, (k — 1) (8)
Pyps (k) = 2P (k) = P, (k) = P, (k) ©)

where P'r,v(k) and P;V(k) is the smoothed value of & data points
and the estimated trend of the smoothed values with k£ data
points, respectively. Additionally, smoothing coefficient a is
between 0 and 1.

III. ActivE POWER CURTAILMENT

The APC methods is more cost-effective since it does not
require ESS. In addition, as the number of potentially faulty
components is reduced, the reliability of the entire system has
improved. However, because there is no storage device to store
the curtailed energy, the PV utilization factor is lower due to
the loss of curtailed energy. In some cases, the economic losses
caused by the curtailment may offset the benefits of reduced
equipment costs, thus comprehensive analysis and comparison
are needed.

Fig. 4 shows the circuit layout of the two APC methods. Fig.
5 presents the operational principle of the APC method. The
PRRC module samples two points of the PV generated power
with an interval of 60 s. If the current RR is larger than the

----- > MPPT operation
----- > APC operation

PV power (W)
\\m
VN3

\

—— 1000 W/m’ |
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500 W/m*
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Fig. 5. Operational principle of the APC method: MPPT mode (A—B) and
APC mode (B—C), where R,(f) is the PV power RR and R’ is the RR.
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Fig. 6. The principle of APC-based PRRC method. (a) Traditional APC, and (b)
forecasting-based APC.

maximum allowable RR, it will curtail the power to meet the
RR limitation. Otherwise, the PV system will work at the MPP.
It should be noted that the PV power is always regulated at the
left side of the MPP curve. Thus, the working range of voltage
is from 0 to the voltage at the MPP.

A. The Traditional APC

As shown in Figs. 5 and 6(a), if the estimated RR R (?) is
more than the RR limit R,, the APC mode will be applied, if
not, it will switch to using the MPPT mode. The above working
principle can be summarized as the following formula:

*

. VapproWhen R (t) < R

v, = - (10)
V= V.p When R () > R,
P @®-P t-T.
R @)= Ful) TPV( 8) an

S
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Fig. 7. The flow of the battery aging model.

where V., is the step size of each advance. There are many
ways to calculate R (7). This paper chooses a fixed duration (7
=60 s) for calculation.

However, the traditional APC does not work under the ramp-
down events. Because there is no extra power to prevent RR
from falling too fast.

B. Forecasting Based APC

To address power curtailment in ramp-down fluctuation, the
FAPC method was introduced, whose performance is shown in
Fig. 6(b).

The FAPC can effectively predict the arrival time of cloud
shadows by using the ground-based sensor forecasting system
(GBSEFS). Thus, the FAPC method can curtail the power
before the solar irradiance sharply decreasing. In this method,
P, and P,, denote the power of PV at the beginning of falling
time and the power during cloud shadow, respectively. R, is
the uncontrolled RR and R is the controlled RR. If R, exceeds
RR limitation, it can increase , to led that R, conforms to RR
limitation. It can be expressed as:

P, -P

R — v w2
nT, (12)
t Pwl _sz
r t, + nT (13)

Life expectancy

where ¢, is the time for PV to reduce power in advance, falling
time of power (n75), T is GBSFS sampling time period.

IV. EcoNoMiC ANALYSIS

A. Battery Aging Model

This battery aging model is combined with the rain flow-
counting (RFC) algorithm [45]-[47] and Palmgren-Miner
rule [48]-[51]. In this way, the hybrid method provides an
estimation of the expected life of the battery under PRRC [52].

Fig. 7 shows the flow of the battery aging model. Through
the combination system of PV and BESS, we use a year data
collected by the Humboldt State University to estimate the
state of charge (SOC) curve. Then, the SOC curve is put into
Rainflow analysis to evaluate the cycle situation of battery.
Finally, the cumulative number of cycles are brought into the
Palmgren-Miner rule to establish the life expectancy.

For the Palmgren-Miner rule, the cumulative number of cycles
divided by the maximum number of cycles at each the depth-of-
discharge (DoD) level. Then, it add up the 100 ratios to estimate
the degree of battery degradation. The formula is as follows:

DoD =100

Dy = Y, NowDoD)

x 100 14
DoD =1 Nmax (DOD) ( )
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where D(%) represents the degree of battery degradation, N,
is the cumulative number of cycles under different degrees
of DoD. N, denote the maximum number of cycles that
the battery can endure for each specific DoD, according to
the capacity evolution curve provided by the manufacturer.
For example, the capacity evolution curve of the Intensium
Max High Power VL30P battery type of SAFT battery can be

approximated by the following equation:

-1.825

N (DoD)=3x 10 x DoD(%) (15)

Then, the degree of battery degradation D(%) can estimate
the battery reference cycle (NVC) number. From (13), the
batteries can endure around 10000 cycles at 80% DoD, thus
the NC can be calculated as:

NC@80%) = DX 10000 (16)

Finally, considering the reference working temperature
(7) as 25 °C, the NC and T should be brought into the semi-
empirical mathematical model [53], which considers the
impact of calendar and cycle aging on the capacity attenuation
of batteries. The equations are as follows:

-T

€D =a xé xt 17)

BNcT n

x NC (18)

C

fade_calendar

Cfadef(:)ule NC,T) = ay, xe A

RC = l - [Cfade_calenddr (yEOL > T’) + Cfade_vycler (NC’ T) X yEUL] (19)

where the retained capacity (RC) is the ratio of the remaining
capacity of the battery to the initial capacity expressed as a
percentage. It is generally believed that the battery should
be scrapped when RC = 70%. The end-of-life (EOL) is
expressed in years (ypo.) and in months (f), which can be
used as the estimated life expectancy of the battery under
the corresponding PRRC. The correlation coefficient in the
formula is as follows: @, =3.087 « 107, a,. = 6.87 + 10, p,=
0.05146, By-=10.027 and n=0.5.

B. The Levelized Cost of Energy

Different ESS methods may require the battery to operate
at different regimes, which directly relates to the requirement
of battery capacity and battery lifetime. Another solution,
APC methods lead to power loss, which obviously raises the
total cost. Thus, the economic loss of APC comes from loss
of power, while the extra cost of ESS is affected by battery
cost. To compare the economic cost, the mathematical model
of the LCOE is applied. This model divides all the costs of the
equipment by the energy generated during its life expectancy.
The formula is as follows:

" 140, +F,

(1+d)
n FE

y

(1+d)

LCOE($/kWh) = (20)

y=1
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Fig. 8. Solar irradiance data collected by Humboldt State University, 2018
June 21.

where I, is the initial installation cost, O, is the annual
maintenance cost, and F, is the fuel cost. E, is the power
emitted by the PV system each year, and 7 is the battery life
obtained from the battery aging model in years. The cost and
energy obtained each year are affected by the discount rate d.
The values are set as follows:

* [—The cost of the PV plant, battery, and forecasting
system only is calculated in the first year (y = 1), that is.
The cost of PV plant is directly proportional to the peak
cost. There is no need to consider battery investment costs
in the APC control strategy.

* O,—Annual operation and maintenance costs generally use
3.5% of the initial investment cost [42].

* F,—Fuel cost is zero for the PV example.

* d—Discount rate d is 4%.

* E—Need to consider the power loss caused by the APC
algorithm.

V. SIMULATION RESULTS

A. Simulation Setup

i) Data: A full year of solar irradiance data is used to
evaluate the performance of PRRC methods. The data from
Ist of January, 2018 to 31th of December, 2018 is collected by
National Renewable Energy Lab (NREL) in Humboldt State
University, California (coastal area), and its temporal resolution
is one minute [54]. All the solar irradiance data has been used
for simulation. However, it is difficult to present the full year of
solar irradiance data in one figure. Therefore, the data of 21th
of June is just selected as a demo to demonstrate the smooth
performance of different PRRCs. It can be clearly seen that the
selected day is a typical day. It has drastic fluctuations, small
fluctuations, and no fluctuation, as shown in Fig. 8 [54].

The operating temperature is set as 25 °C in this work. In
the day, solar irradiance could be dramatically changed, but the
temperature does not. Furthermore, the temperature does not
have much effect on power [55], [56]. In addition, temperature
significantly affects battery aging. Therefore, for extending the
lifetime, the operating temperature of the battery cells should
be kept under control and as close as possible to the 20-25 °C
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TABLE I
MamN ProbucT PARAMETERS OF THE PV MobpuLE MSX-60W

Parameter Symbol Value
Maximum power Propp 60 W
Voltage at maximum power Vinpp 171V
Current at maximum power Trpp 35A
Open-circuit voltage Voc 21.1V
Short-circuit current 1 3.8A
Temperature coefficient of V. K, —-80mV/°C
Temperature coefficient of /. K; 0.065%/ °C

recommended by manufacturers [52].

ii) System description: Simulation model has been built
using Matlab/Simulink software. The specifications of PV
module are shown in Table I. For all the PRRC methods under
test, the battery was assumed to be the same size. The rated
capacity of the battery is 50 Wh, and the maximum charge and
discharge power is 45 W.

iii) RR calculation: There are many ways to calculate RR,
and different countries choose different calculation methods.
In this paper, the RR calculation is considered as the power
difference between the two endpoints of a given 60-second
interval. The calculation method is as follows:

RR() = == 60) @1)

where P(?) is the grid power and P(# — 60) represents the grid
power interval 60 seconds ago. In addition, the RR limit of the
PV plant rated power is set to 10% per minute.

B. ESS

i) MA: In Fig. 9, the MA smoothing strategy’s simulation
results for a 5-minutes to a 20-minutes window length are
shown. As the window length increases, the smoothing
performance of power fluctuation is better, as shown in Fig. 9(a).
The reduction in the power fluctuation is more obviously shown
in Fig. 9(b), where a quantification of the RR in %/minute is
represented. For a window length longer or equal to 10-minutes,
the methods could maintain the RR below 10% per minute in
the day.

Fig. 9(c) shows the increase in SOC variation as the MA
window increases, which comes from the fact that more power
is needed to absorb as the result of more strictly limiting power
fluctuations. However, to absorb more active power, battery
capacity is more large, leading to an increase in the cost. This
method can guarantee that the initial SOC and the final SOC
are at an identical level, which the basic requirement for long-
term operation.

il) EMA: In Fig. 10, the investigation of the EMA smoothing
approach for a considered window length of 20-minutes and
a smoothing factor o from 0.3 to 0.15 is demonstrated. As can
be observed in Fig. 10(a) and (b), the reduction in smoothing
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Fig. 9. PV+BESS system with the applied MA smoothing technique for a
S-minute to 20-minute window. (a) Output power. (b) RR in % per minute. (c)
SOC.
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Fig. 11. PV+BESS system for 70 seconds to 370 seconds of applied LPF
smoothing technique: (a) Output power. (b) RR in % per minute. (c) SOC.

factor a can achieve a more strict limit of RR. In addition, for
a a value below or equal to 0.15, the EMA method is proved
to have the ability to achieve the RR below 10%/minute of the
rated power. For suitable the long-term operation of the battery,
and the SOC level needs to be corrected back to 50% at the end
of each day. As can be seen from Fig. 10(c), the EMA requires
a larger capacity than that of the MA to achieve the limit of RR
in 10%/minute. The ESS is excessively charged to over smooth
the ramp rate, leading to the failure to regain the 50% SOC at
the end. This indicates that a great percentage of the system’s
generated power is not injected into the grid but storage. In
addition, if stored power cannot restore to 50% SOC, the daily
accumulated power will pass over the battery capacity. It will
lead that the ESS fails to smooth the output power through
charging power.

iii) First Order LPF: In Fig. 11 the impact of the LPF
smoothing method for different filter time constant was
presented. The increase in the filter time constant from
70-seconds to 370-seconds has diminished fluctuations in
power injected into the grid. From Fig. 11(a) and (b) the
maximum value of RR from about 41.8%/minute at 70-seconds
to 9.8% at 370-seconds is reduced by increasing the filter time
constant. Moreover the SOC level can be restored to the initial
position at the beginning of the day. For the limitation of RR in
10%/minute, the required capacity of LFP is smaller than the
EMA method but larger than the MA method.

iv) 2-LPF: The research of the 2-LPF smoothing method
for different natural frequencies and considering a constant

80

—Raw power
§60 —,=1/100

P )’m" '\,,

£ 20 © = 1/250

o’ ‘
400 1000 1200
Time (Il‘llIl)
(a)
60
40 —Raw power
S | —w =1/100
< 20 "
' —aw, = 1/150
M0 —=5= 17260""“""‘ " ﬁ'-"“
200 —a, =1/250
,40 L w
400 600 800 1 000 1200
Time (min)
(b)
70 T
s —w, = 1/100
£ —w,=1/150
Q60 o =120 I
@ w, = 11250
50 ‘ | ‘ A
400 600 800 1000 1200
Time (min)
()

Fig. 12. PV+BESS system for 1/100 rad/s to 1/250 rad/s of applied 2-LPF
smoothing technique. (a) Output power. (b) RR in % per minute. (c) SOC.

damping factor of 0.707 is provided in Fig. 12. It can be
observed from Fig. 12(a) and (b) that as the natural frequencies
increase, the power fluctuations injected into the grid are
reduced. For an w, of 1/100 rad/s to 1/250 rad/s, the system
decreases the maximum value of RR from 22.7%/minute to
7.5%/minute. It can be seen from Fig. 12(c) that the SOC
variance of 2-LPF is different to the MA and EMA methods.
At the end of each day, the SOC level is also returned to 50%.
In addition, the required capacity of this method is larger than
MA under the limitation of RR = 10%. A drawback of LPF
and 2-LPF is that during a clear sky day, with little variation
in irradiance, the method still offers a power reference, which
leads to the battery operation even when it is not needed.

v) ELES: In Fig. 13, the study of the ELES smoothing
strategy for different smooth factors o is shown. The ELES
method is an improved method from the EMA method, retaining
the smoothing factor. As shown in Fig. 13(a) and (b), the
decrease in smoothing factor reduces the amplitude of the power
fluctuations. For a smoothing factor smaller or equal to 0.08, the
method proofs sufficient in keeping the RR below 10%/minute
of the rated power. Compared with the EMA method, the ELES
method can restore the SOC level to 50% at the end of the day.
Although this method requires the smallest battery capacity
to meet RR = 10%, the required battery capacity increases
dramatically at the smoothing factor equal to 0.04.

C. Comparison of Different ESS Methods Under RR = 10%
Limitation

In order to proper compare the different ESS-based PRRC
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Fig. 13. PV+BESS system applied ELES smoothing tech-nique with o = 0.16 to
0.04. (a) Output power. (b) RR in % per minute. (c) SOC.

methods, the following practical features were considered:

* The limitation of RR is 10% per minute of the rated power.

* Battery SOC level and status at end of the day.

* Battery capacity.

In order to achieve the limit RR to 10% per minute, the
parameters of different PRRCs be carefully tuned by using
the trial-and-error method [6], [21]. The parameters are set
as follow: the window length of the MA method is 10, the
smoothing coefficient of the EMA method is 0.15, the filter
time constant of the LPF method is 370, the natural frequency
of the 2-LPF method is 1/200, and the smoothing coefficient of
the ELES method is 0.08.

As shown in Fig. 14(a) and (b), different ESS methods
represent similar smooth performance in the power fluctuation.
However, the EMA method requires the largest battery capacity
and cannot reset the SOC to 50% at the end, as presented in
Fig. 14(c). The ELES method requires the smallest battery
capacity to achieve the limit RR to 10% per minute.

To further compare the requirement of capacity under
different PRRC methods, the annual SOC variations are depicted
in Fig. 15. The ESS is unnecessarily operated under the LPF
and 2-LPF methods, which results in high SOC variation level.
In addition, if a 20 Wh battery is used, the wrong operation of
the MA method will lead to a higher SOC variation level than
the ELES method. However, if a larger capacity battery is used,
such as 50 Wh, the SOC variation level difference between the
two methods is smaller. Besides, the ELES method is the only
method that controls the ESS to below 50% SOC. If using the
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Fig. 14. PV+BESS system applied five smoothing techniques of ESS with
limitation RR = 10%. (a) Output power. (b) RR in % per minute. (c) SOC.

MA method, the initial SOC can set a smaller value that can
reduce the requirement of battery capacity.

D. APC

i) The traditional APC: As shown in Figs. 16 and 17, the
consequent of the APC smoothing technique for different
RR limitation is presented. Unlike the above five ESS-based
PRRC methods, the APC method does not require the ESS. In
the case of power in the up-rate, the traditional APC method
can effectively smooth power fluctuations. However, due to
without predicting the power in the down-rate situation, it
fails to curtail the power to meet the RR limitation effectively.
It can be seen from Fig. 17(a) that large power fluctuations
often occur within a short period of time, thus the loss power
accounts for a small proportion of the overall output power.

ii) FAPC: In Figs. 16 and 17, the investigation of the
FAPC smoothing strategy for different RR limitation is
displayed. Based on the GBSFS device can provide prediction
information without considering error, the FAPC method can
effectively achieve the RR limit of the power in the down-
rate situation. The FAPC method curtails more power than the
traditional APC method, but the additional curtailment power
is a small part.

E. Economic Analysis Results

1) Battery aging analysis results: Since the SOC of the EMA
method cannot return to 50% at the end of the day, it has been
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Fig. 15. Annual SOC curve of 4 ESS methods by using 4 different battery
capacities, respectively. (a) MA method, (b) ELES method, (c) LPF method and (d)
2-LPF method.
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Fig. 18. Comparison of life expectancy of 4 ESS methods under different RR
conditions by using 50 Wh battery capacity.

left out the following discussion. As shown in Fig. 18, different
ESS methods are compared under achieving different limits of
RR. The MA and ELES methods’ life expectancy is similar and
longer than LPF and 2-LPF methods. It should be noted that
the 2-LPF method is not always better than the LPF method.
When the limit of RR is less strict, the lifetime of LPF is longer
than that of 2-LPF. If the restriction is more relaxed, the life
expectancy of the battery will be longer. It should be pointed
out that most countries and locations need the PV station to
meet the limit of RR in 10%/minute. For the limit of RR in
10% per minute, previous works set the battery’s estimated life
to 2 years [40] or ten years [42]. However, the life expectancy
estimation in this work using the battery aging model is closer
to the real situation.

As seen in Fig. 19, the life expectancy of various methods
is demonstrated under using different capacities to achieve
the limit of RR in 10% per minute. As the rise capacity, the
lifetime is longer. Although using 50 Wh can extend battery life
by about 5 years than using 20 Wh, the cost of using 50 Wh is
1.5 times that of using 20 Wh. Thus, the longer life expectancy
does not mean more cost-effective.
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Fig. 20. The LCOE comparison of 5 PRRCs with RR in 5% to 20% per minute.

il) LCOE analysis results: The installed cost of PV is about
650 $/kWh. Assuming that the PV panel is expected to be 20
years, the installed cost of the PV panel will be shared in these
20 years. And the installed cost of the battery is 500 $/kWh.
Through the above ESS comparative analysis, it can be seen
that the required capacity of the ELES method is the smallest
among the five ESS methods, and the life expectancy of the
MA and ELES methods is longer. For the FAPC method, the
cost of a GBSFS is estimated at 145 USD. If 20 GBSFSs are
applied to surround the 1.5 MW PV system, an expense of
3000 USD can be enough to build the GBSFS system. If the
additional cost, such as maintenance, is considered, the GBSFS
system cost is 0.05 USD/W [40]. Therefore, 0.05 USD/W is
added to the LCOE calculation for the FAPC. Since the APC
method cannot be controlled under the ramp-down event,
the MA, ELES, and FAPC methods are main selected for
discussion and comparison of the total cost.

As shown in Fig. 20, the LCOE of five smoothing strategies
is presented in the different RR limitations. The LCOE of ESS
methods will increase as the maximum value of RR decreases.
Especially, the LPF and 2-LPF methods are particularly
obvious. When the RR is from 5% to 20%, the LCOE of
the ESS methods is higher than that of the FAPC method. It
reflects that additional energy storage devices’ cost is greater
than the energy losses cost. Despite prediction errors, the cost
of the FAPC is still better. It should be noted that the LCOE of
FAPC methods increases as the less strict restrictions of RR.
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Fig. 21. The cost comparison of 5 PRRCs with RR in 5% to 20% per minute on

June 21,2018.

TABLE II

SUMMARIZATION ON THE PRRC METHODE BASED ON RR oF 10%/MIN

Method Ref Required  SOC at the Life
capacity  end of day/%, expectancy

MA [16]-[18]  Moderate 50 16.63
EMA [19], [20] Large 80 -
ELES [21], [22] Small 50 16.54
LPF [23], [24] Large 50 13.27
2-LPF [26] Moderate 50 1431
APC [27]-[32] - - -
FAPC [40], [41] - - -
Method ~ Ramp up Ramp down Efficiency/o, LCOE
MA Control Control 100 0.0875
EMA Control Control 100 -
ELES Control Control 100 0.0874
LPF Control Control 100 0.0903
2-LPF Control Control 100 0.0892
APC Control Uncontrol 99.13 0.0512
FAPC Control Control 98.59 0.0522

Fig. 21 shows the ESS methods and FAPC method’s total

cost under the above solar radiation profile, June 21. Even if to
achieve more strict restrictions, the cost variation of the FAPC
method is relatively small, reflecting that the curtailed power
accounts for a small percentage of the power generated PV by
using the method. Also, to meet RR of 10% per minute, the
ELES and MA method cost 0.0874 USD and 0.0875 USD,
respectively, while the FAPC method costs 0.0512 USD.
Therefore, the FAPC method is a more cost-effective solution
rather than ESS methods.

Finally, the performance of the different PRRCs is
summarized in Table II under the RR of 10%/min.

VI. ConcLUSION
The smooth performance of 5 different ESS-based and 2
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different APC-based PRRC methods and is compared, which
present that the battery life-expectancy of the MA and ELES
methods is longer than other methods by using the aging
model. Besides, the power loss of the FAPC method is small,
which efficiency could reach to 98.59% for RR of 10%/min
without considering the forecasting error. Since the power
loss accounts for a small proportion of the total generated
power, the LCOE of FAPC does not change much in the RR
range from 20%/min to 5%/min. In addition, the LCOE of
MA and ELES is about two times that of FAPC for RR of
10%/min. Although MA and ELES methods can reduce the
battery’s cost by using smaller capacity, the FAPC method is
more cost-effective due to the small power loss.
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